TERITORIJAS APGAISMOJUMA PLANS, M 1:250
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APGAISMOJUMA ELEMENTU SPECIFIKACIJA
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APZIMEJUMS| SKICE VAI ATTELS APRAKSTS DAUDZUMS|| APZIMEJUMS | SKICE VAI ATTELS APRAKSTS DAUDZUMS | APZIMEJUMS | SKICE VAI ATTELS APRAKSTS DAUDZUMS
LABIEKART. LABIEKART. LABIEKART.
PLANA PLANA PLANA
VIENPUSEJI GAISMAS KERMENI VELOCELINA 24 gab. PROZEKTORS FASADES IZGAISMOSANAI G7 LATERNU VIRTENE
G1 UN GAJEJU CELINU IZGAISMOSANAI, H- 4M G4 PIE FASADES, UZ ATZ. +3,100, 14 gab. .
VERSTS UZ AUGSU P ShineLEDmt B
QOV FOCUS LIGHTNING Nyx 330 32W f.p.1 Q AUGIEM, UZ ATZ. +3,100, VERSTS UZ LEJU |5 gab. Luminous flux (Lamps): silt balts 110 Im
Luminous flux (Luminaire): 1549 Im NOJUMES CENTRA, VERSTS UZ ARU 24 gab. Luminaire Wattage: 24 V, 2 W vienai lampai
_ Luminous flux (Lamps): 2400 Im ACDC 1032/30/50R/AAS 1032/30/50R/AAS IP67 )
Luminaire Wattage: 34.0 W Artikula Nr.: 1032/30/50R/AAS Attalums starp lampam: 0.5m
Luminaire classification according to CIE: 98 Luminous flux (Luminaire): 329 Im Garums: precizét autoruzraudzibas gaita
CIE flux code: 39 73 95 98 65 Luminous flux (Lamps): 329 Im
Fitting: 1 x Dulux T/E 32W/827 Luminaire Wattage: 7.6 W
(Correction Fact. 1.000). Luminaire classification according to CIE: 50
CIE flux code: 00 00 25 50 101
Fitting: 1 x 3 x LED 3000K L www.shineledmt.com
. . (Correction Fact. 1.000).
www.focus-lightning.dk S
www.acdclighting.co.uk
G2 PROZEKTORI TERITORIJAS IZGAISMOSANAI | 20 gab. PROZEKTORS NOJUME, VERSTS UZ IEKSU|6 gab. S1 m@@g%oﬁmu__x_\_mz\/ BALSTS 24 gab.
H- 5-6M, D-0.45M G5 T
® FOCUS LIGHTNING Nyx 450 HIT 150W fpd ACDC 1031/30/50R/AAS 1031/30/50R/AAS Balsts FOCUS H-4M
Lumi inaire): ° Artikula Nr. 1031/30/50R/AAS Krasa: SW302 G, RAL 9007
uminous flux (Luminaire): 12910 Im " Y RaZotajs: FOCUS LIGHTNING
Luminous flux (Lamps): 16500 Im Luminous flux (Luminaire): 98 Im
Luminaire Wattage: 160.0 W Luminous flux (Lamps): 98 Im
Luminaire classification according to CIE: 100 Luminaire Wattage: 26W
CIE flux code: 33 73 98 100 78 Luminaire classification according to CIE: 50
Fitting: 1 x CDO-TT 150W/828 E40 CIE flux code: 00 00 25 50 101
(Correction Fact. 1.000). Fitting: 1 x 1 x LED 3000K
(Correction Fact. 1.000).
www.acdclighting.co.uk www.focus-lightning.dk
www.lamp.es
G3 GAISMAS KERMENIS TERITORIJAS G6 GAISMAS KERMENIS KOKU IZGAISMOSANA sS2 GAISMAS KERMENA BALSTS 14 gab.
IZGAISMOSANAI. GROZAMS PROZEKTORS o IEBUVETS ZALIENA 10 gab. H- 6M, D- 0.06M
PIE FASADES (H~7M) 29 gab.
Vv VAI UZ STABA H=4M 12 va TRILUX 8521RES/LED-W ET Balsts FOCUS H-6M
Artikula Nr. 7501253 Luminous flux (Lamps): 584 Im .
Luminous flux (Luminaire): 5020 Im Luminaire Wattage: 17.7 W
Luminous flux (Lamps): 6700 Im Luminaire classification according to CIE: 100
Luminaire Wattage: 70.0 W CIE flux code: 99 100 100 100 93
Luminaire classification according to CIE: 97 Fitting: 12 x LED 1,12W
CIE flux code: 41 76 96 97 75 (Correction Fact. 1.000).
Fitting: 1 x HCI-T 70/830 WDL PB .
(Correction Fact. 1.000). www.trilux.de
www.lamp.es www.focus-lightning.dk
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TERITORIJAS IZGAISMOJUMA PRINCIPS
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PIENEMTIE APZIMEJUMI

G1 @ PROJEKTETIE 4M AUGSTIE GAISMAS KERMENI

G2 @ PROJEKTETIE 6M AUGSTIE GAISMAS KERMENI

G3 |V /@\ PROJEKTETI PROZEKTORI PIE FASADES 7M VAI UZ STABA 4M
G4 O PROJEKTETI PROZEKTORI FASADES IZGAISMOSANAI

G5 @) PROJEKTETI PROZEKTORI NOJUMEI

G6 $ PROJEKTETI IEBUVETI GAISMAS KERMENI

G7 |® ® * | PROJEKTETAS IEKARTAS LATERNAS

PIEZIMES UN IERTIKOSANAS NORADIJUMI:

1. Zim&jumus nedrikst mértt. Lasit rakstitos izmérus;

2. Visus izmérus precizét uz bives pirms detalu un izstradajumu
pasttiSanas un izgatavo$anas;

3. Jebkuras izmainas vai atkapes no bavprojekta rakstiski saskanot
gan ar ainavu arhitektu, gan ar citiem bavprojekta autoriem un
pievienot autoruzraudzibas Zurnalam;

4. Teritorijas apgaismojma plans skatams kopa ar projekta ARD risindjumiem
un EL dalu;

5. Stadijumiem paredzét 60cm biezu augsnes substrata slani zem kura zonas
virs teritorijas apgaismojuma elektribas kabeliem ieklajams 4. klases pretsaknu
geotekstils NW-50 vai NW-60 uzlokot un nostiprinot ta malas dobju malas;

6. Kokos iekarto laternu troSu stiprindjumu vietas piemeklét

respektéjot tur augoSo abelu zarus autoruzraudzibas laika;
7. Visi gaismas kermeni stiprinami uz katra elementa
gabaritiem un slodzém atbilsto$a izméra betonétam pamatném;
8. Nodro8inat projekta paredzétajiem gaismas kermeniem 5 gadu garantiju;
9. NepiecieS8amos mezglu risinajumus izstrada bavuznémgjs,
saskanojot tos ar ainavu arhitektu un biivprojekta autoriem pirms
konkréta mezgla izstrades.

projektétajs

ar4 SIA "AR 4"

Zemitana iela 2b, tel. 67540306

Teritorijas sadalas projektétajs

et ZALA
LANDSCAPE SIA "Zala Landscape Architecture"
ARCHITECTS Skolas iela 30-14, tel. 27404022

pasutitajs

Marupes novada Dome

objekts  pjrmsskolas izglitibas iestades
tehniska projekta piesaiste
Rozu iela 35, Marupe, Marupes novads

raséjums | stadja TP |
TERITORIJAS APGAISMOJUMA PLANS F
M 1:250
proj.vad. Andris Vitols %
arhitekts leva Springe %

ainavu arhitekte ~ Linda Zala
ainavu arhitekte  Madara Lezdina

Datums

08.09.2014.




